‘QUOTATION – Principal, Govt. College of Engg. Karad’

RECAPITULATION SHEET
Name Of Work : Fixing of Electrical & Mechanical Shed Behind Workshop
Area
Description

Amount Rs.

1

Civil Work (Detail Estimate Enclosed)

RS

266058.21

2

Add 12% GST

RS

31,926.99

3

Total with GST

RS.

2,97,985.20

SAY RS.

2,97,986.00

Name Of Work : Fixing of Electrical & Mechanical Shed Behind Workshop
Area At Gce Karad.

Sr.
No.
1

2

Original Description of Items

Qty

Unit

Rate

Amount

Excavation for foundation in earth, soil of all
types, sand, gravel andsoft murum, including
removing the excavated material up to a
distance of 50 m. beyond the building area
and stacking and spreading as directed,
dewatering, preparing the bed for the
foundation and necessary back filling,
ramming, watering including shoring and
strutting etc. complete. (Lift upto 1.5 m.) By
Mechanical Means
Excavation for foundation in hard murum
including removing the excavated material
upto distance of 50 metres beyond the
building area and stacking and spreading as
directed, dewatering, preparing the bed for
the foundation and necessary back filling,
ramming,watering including shoring and
strutting etc. complete. (Lift upto 1.50m) By
Mechanical Means

10.95

Cum

143.00

1565.85

2.59

Cum

157.00

406.63

3

Providing and laying Cast in situ/Ready Mix
cement concrete in M-10 of trap/ granite/
quartzite/ gneiss metal for foundation and
bedding including bailing out water, Steel
centering, formwork,laying/pumping,
compacting, roughening them if special finish
is to be provided, finishing if required and
curing complete, with fully automatic micro
processor based PLC with SCADA enabled
reversible Drum Type mixer/concrete Batch
mix plant (Pan mixer) etc. complete.With fine
aggregate (Natural Sand / Crushed sand VSI
Grade finely washed etc)
Filling in plinth and floors with contractors
material/brought from outside and approved
by Engineer incharge in layers of 15 cm to 20
cm including watering and compaction etc.
complete.

18.30

Cum

4,257.00

77903.10

33.28

Cum

378.00

12579.84

5

Providing second class Burnt Brick masonry
with conventional/ I.S.type bricks in cement
mortar 1:6 in plinth as backing in composite
masonry including bailing out water
manually, striking joints, raking
out joints and watering etc Complete

5.25

Cum

4,973.00

26108.25

6

Providing and laying Cast in situ/Ready Mix
cement concrete in M20 of gneiss metal for
bed blocks, foundation blocks and such other
items including bailing out water, Steel
centering, formwork, laying/ pumping,
compacting, roughening them if special finish
is to be provided, finishing uneven and
honeycombed surface and curing etc.
complete. The Cement Mortar 1:3 plaster is
considered for rendering uneven and
honeycombed surface only. Newly laid
concrete shall be covered by gunny bag,
plastic, tarpaulin etc. (Wooden centering will
not be allowed.), with fully automatic micro
processor based PLC with SCADA enabled
reversible Drum Type mixer/ concrete Batch
mix plant (Pan mixer) etc. complete. With
fine aggregate (Natural Sand / Crushed sand
VSI Grade finely washed etc)

1.46

cum

5,028.00

7340.88

7

Providing structural steel work in single
stanchions composed of R.S.J.Channel etc.
with caps, bases, mild steel plated, angle
brackets, cleats,gusset plates, anchor bolts
etc. as per detailed designs and drawings or as
directed including cutting, fabrication,
hoisting, erecting fixing in position, making
riveted/ bolted/ welded connection and one
coat of anticorrosive paint and over it two.
coats of oil painting approved
quality and shade etc. complete

1.27

M.T

10,061.00

12777.47

4

8

Providing structural steel work in single
stanchions composed of R.S.J.Channel etc.
with caps, bases, mild steel plated, angle
brackets, cleats,gusset plates, anchor bolts
etc. as per detailed designs and drawings or as
directed including cutting, fabrication,
hoisting, erecting fixing in position, making
riveted/ bolted/ welded connection and one
coat of anticorrosive paint and over it two.
coats of oil painting approved
quality and shade etc. complete.

0.05

M.T

68,325.00

3689.55

9

Providing and fixing corrugated galvanised
iron sheets of 0.63mmthick (24 B.W.G.) for
roofing without wind tiles including fastening
with galvanised iron screws and bolts, lead
and bitumen washers asper drawing etc.
complete.(Weight of 5.5 kg/sq.m.).

401.00

Sqm

84.00

33684.00

